PROJECT LICENSED PROFESSIONAL CERTIFICATES

Kurt Wisemian

Kurt Wiseman

Jun 27,2023

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

Kurt Wiseman (Jun 27, 2023 15:37 PDT) A‘&;‘" i 5;“7—2

Gabriel Taylor
Jun 27,2023

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

)

Geoffrey D Swett
Jun 28,2023

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY

SUPERVISION.

SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

NOTES:

THIS PLAN SET WAS DEVELOPED ELECTRONICALLY UNDER THE DIRECT SUPERVISION

OF THE LICENSED PROFESSIONALS THAT HAVE AFFIXED THEIR SIGNATURE TO THIS PAGE.

THIS SHEET SERVES AS THE CERTIFICATION BY THE ABOVE LICENSED PROFESSIONALS
OF ALL SHEETS IN THIS PLAN SET WHERE THEIR STAMPS AND SIGNATURES APPEAR.
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ROADWAY SECTION A

LEGEND:

@ PLANING BITUMINOUS PAVEMENT
@ HMA CL. 3/8 IN. PG 64H-28

@ FORCE ACCOUNT PAVEMENT PATCHING

EPS = EDGE OF PAVED SHOULDER
EDL = EDGE OF DRIVING LANE

MP 76.57 - MP 76.63
MP 76.87 - MP 77.07
MP 77.36 - MP 77.43
MP 83.05 - MP 83.61
MP 85.06 - MP 85.09

NOT TO SCALE

7'MIN.

MATCH EXISTING — =

0.45'

FORCE ACCOUNT PAVEMENT PATCHING

FORCE ACCOUNT PAVEMENT PATCHING WILL BE STAKED
BY THE ENGINEER AFTER SCALING IS COMPLETE

GENERAL NOTE:

1.

SEE SPECIAL PROVISION
PAVEMENT PATCHING."

"FORCE ACCOUNT

LL = LANE LINE
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kurt.wiseman
Kurt Wiseman Signature


ASPHALT FOR FOG

SEAL LIMITS

16"

g"
L 7
FOG SEAL LIMITS
FOR SINUSOIDAL GENTERLINE APPLICATION
PLAN VIEW
16" 16"
8"
PROFILE DEPTHS
LOCATION | DEPTH (IN)
O" 2” 4|| 6" 8" 10” 12" 14" 16" 14" 12" 10" 8” 6" 4|| 2" O"
0.00 e —_—_— I—
B 0.10
c 0.25
D 0.45 A C D D C B A B C D E D C B A
E 0.50
PROFILE VIEW
SECTION @
NOTES:
1. RUMBLE STRIPS, AS SHOWN ON THIS PLAN, SHALL NOT BE CONSTRUCTED
ON BRIDGE DECKS OR BRIDGE APPROACH SLABS, OR ACROSS THE FULL
WIDTH OF RAMPS.
SINUSOIDAL RUMBLE STRIP (CENTERLINE)
2. FOR RUMBLE STRIPS PLACED ON CENTERLINE, SEE STD. PLAN M-65.10
FOR PLACEMENT DETAILS.
3. SEE SPECIAL PROVISION "SINUSOIDAL RUMBLE STRIP".
NOT TO SCALE
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kurt.wiseman
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ASPHALT FOR FOG SEAL HMA CL. 3/8 IN PG 64H-28 TEMPORARY PAVEMENT MARKING-SHORT DURATION FLEXIBLE GUIDE POSTS

SEE STANDARD PLAN M-24.60
SLOPE MP MP VOLUME (TON) SLOPE MP MP VOLUME (TON) SLOPE MP MP YELLOW DOUBLE CENTERLINE (L.F.) SLOPE MP MP QTY (EACH)

11 76.57 76.63 0.02 11 76.57 76.63 81 1 76.57 76.63 528 11 76.57 76.63 2
1 76.87 76.94 0.02 1 76.87 76.94 108 1 76.87 76.94 705 1 76.87 76.94 4
2 76.94 77.02 0.02 2 76.94 77.02 108 2 76.94 77.02 705 2 76.94 77.02 4
9 77.02 77.07 0.02 9 77.02 77.07 109 9 77.02 77.07 705 9 77.02 77.07 2
3 77.36 77.43 0.02 3 77.36 77.43 114 3 77.36 77.43 740 3 77.36 77.43 2
7 83.05 83.28 0.10 7 83.05 83.28 454 7 83.05 83.28 2,953 7 83.05 83.28 9
8 83.28 83.61 0.10 8 83.28 83.61 454 8 83.28 83.61 2,953 8 83.28 83.61 8
10 85.06 85.09 0.01 10 85.06 85.09 49 10 85.06 85.09 316 10 85.06 85.09 2

TOTAL: 0.31 TOTAL: 1477 TOTAL: 9,605 TOTAL: 33

PLANING BITUMINOUS PAVEMENT INLET PROTECTION

SINUSOIDAL RUMBLE STRIP

SEE SHEET RS2 PLANING SHOULDER DRAINAGE CUTOUT
SLOPE MP MP AREA (SY) SLOPE MP QTY (EACH)
SEE SPECIAL PROVISION
SLOPE MP MP LENGTH (ML) " .
" 7657 76.63 792 s 53,56 1 PLANING SHOULDER DRAINAGE CUTOUT"
1 76.87 76.94 1057 TOTAL: 1 1 76.57 76.63 0.06
SLOPE MP MP QTY (EACH)
2 76.94 77.02 1057 1 76.87 76.94 0.07
9 77.02 77.07 1057 2 76.94 77.02 0.08 11 76.57 76.63 1
3 77.36 77.43 1110 PAINT LINE 9 77.02 77.07 0.05 1 76.87 76.94 1
7 83.05 83.28 4430 SEE STANDARD PLAN M-20.10 3 77.36 77.43 0.07 2 76.94 77.02 1
WHITE RIGHT WHITE YELLOW DOUBLE -
8 8328 83.61 4430 LEFT WHITE RIGHT WHITE YELLOW DOUBLE TOTAL: 033 9 77.02 77.07 1
SLOPE mMP mMP EDGELINE EDGELINE  CENTERLINE
10 85.06 85.09 474 (LF) (LF) (L.F) 3 77.36 77.43 1
TOTAL: 14407 1 76.57 76.63 264 264 264 7 83.05 83.28 3
1 76.87 76.94 352 352 352 8 83.28 83.61 3
2 76.94 77.02 352 352 352 CENTERLINE RUMBLE STRIP 10 85.06 85.09 1
9 77.02 77.07 353 353 353 SEE STANDARD PLAN M-65.10 TOTAL: 12
370 370 370
3 77.36 77.43 SLOPE MP MP LENGTH (ML)
7 83.05 83.28 1,476 1,476 1,476
8 83.28 83.61 1,477 1,477 1477 7 83.05 83.28 0.23
10 85.06 85.09 158 158 158 8 83.28 83.61 0.33
SUBTOTAL: 43802 4,802 4,802 10 85.06 85.09 0.03
TOTAL: 14,406 TOTAL: 0.59
NOTES:

1. SEE SPECIAL PROVISION "PLANING SHOULDER DRAINAGE CUTOUT."

2. SEE SPECIAL PROVISION "GUIDE POSTS."

3. SEE SPECIAL PROVISION "TEMPORARY PAVEMENT MARKINGS - SHORT DURATION."

4. SEE DETAIL ON SHEET RS2 FOR ADDITIONAL SINUSOIDAL RUMBLE STRIP INFORMATION.
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SECTION 18
SLOPE 1
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WORK AREA

_ —— EXISTING RIGHT OF WAY
- — EXISTING DITCH
- BT — — BT — — BT - EXISTING BURIED TELEPHONE

————————————————— EXISTING EDGE OF ROADWAY
GENERAL NOTES:

777777777 EXISTING GUARDRAIL
- -- EXISTING LANE LINE
1. EXISTING FEATURES ARE APPROXIMATE. THEY ARE
== - _-- EXISTING NO PASS LINE BASED ON AVAILABLE AERIAL PHOTOS AND FIELD
MEASUREMENTS.

e T T EXISTING DOUBLE YELLOW CENTERLINE
2. ALL CONTRACTOR WORK ACTIVITIES SHALL
REMAIN WITHIN EXISTING WSDOT RIGHT OF WAY,

— EXISTING EDGE OF DRIVING LANE
INCLUDING ANY ANCHORS OR ACCESS REQUIRED
FOR SLOPE WORK.

””””””””” EXISTING EDGE OF PAVED SHOULDER
,,,,,,,,,,,,,,,,,,,,,,, EXISTING EDGE OF GRAVEL SHOULDER 3. INSTALL TEMPORARY EROSION AND SEDIMENT
CONTROL (TESC) BEST MANAGEMENT PRACTICES
(BMP'S) IN ACCORDANCE WITH THE TESC NARRATIVE

— — PAINT LINE (YELLOW CENTERLINE)
(APPENDIX C).

= = = PAINT LINE (YELLOW NO PASS)
4. ALL STATIONS ARE APPROXIMATE.

PAINT LINE (YELLOW DOUBLE CENTERLINE)
5. ALL UTILITY LOCATIONS ARE APPROXIMATE.

PAINT LINE (WHITE EDGE)
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Kurt Wiseman Signature


GENERAL NOTE: T. 22N. R. 27E. W.M-
ACCESS TO ALL SLOPES IS ONLY AVAILABLE SECTION 18

FROM THE ROADWAY.

SEE SHEET RS1 AND MD1 FOR PAVEMENT REPAIR AND SLOPE 1

GUARDRAIL PROTECTION DETAILS ASSOCIATED
WITH ROCK SCALING OPERATIONS.
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GENERAL NOTE: T. 22N. R. 27E. W.M-
ACCESS TO ALL SLOPES ONLY AVAILABLE SECTION 18
SLOPE 1

FROM THE ROADWAY.

SEE SPECIAL PROVISION "TYPE 1 SLOPE PROTECTION,"
"TYPE 2 SLOPE PROTECTION," "POST ANCHORAGE TYPE A/’
AND "POST ANCHORAGE TYPE B"FOR NETTING AND
ANCHORING INFORMATION AND REQUIREMENTS.
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FILE NAME X:\WSDOT\Projects\20170188 - NC WSDOT GEC\.0022 - AU - NCR Rock Slopes\CADD\02 - Plan Sheets\XL6412_PS_Slope 1.dgn Plot 3

A SR 17 PLAN REF NO
? PERTEET /4 SOAP LAKE TO LAKE LENORE CAVES 2

123 OHME GARDEN ROAD, SUITE 8 Washington State UNSTABLE SLOPES RE-ADVERTISEMENT
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DESIGNED BY  A.SCHULTZ -

ENTERED BY K. CRONENWETT - WENATCHEE, WA 98801 .
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MATCH LINE STA 687+00, SEE SHEET 9SP1

END CONSTRUCTION SLOPE 2

SR 17 MP 77.01
STA. 687+20

T. 22N. R. 27E. W.M.
SECTION 18

SLOPE 2

STRUCTION SLOPE 2

SR 17 MP 76.94

BEGIN CON
STA. 690+80

25 50
SCALE IN FEET

LEGEND:
—_————— EXISTING RIGHT OF WAY
_ - - - EXISTING DITCH
- BT — — BT — — BT EXISTING BURIED TELEPHONE
***************** EXISTING EDGE OF ROADWAY
********* EXISTING GUARDRAIL GENERAL NOTES:
-- - - EXISTING LANE LINE
1. EXISTING FEATURES ARE APPROXIMATE. THEY ARE
== == _-= EXISTING NO PASS LINE BASED ON AVAILABLE AERIAL PHOTOS AND FIELD
MEASUREMENTS.
EXISTING DOUBLE YELLOW CENTERLINE
2. ALL CONTRACTOR WORK ACTIVITIES SHALL
o EXISTING EDGE OF DRIVING LANE REMAIN WITHIN EXISTING WSDOT RIGHT OF WAY,
INCLUDING ANY ANCHORS OR ACCESS REQUIRED
77777777777777777 EXISTING EDGE OF PAVED SHOULDER FOR SLOPE WORK.
77777777777777777777777 EXISTING EDGE OF GRAVEL SHOULDER 3. INSTALL TEMPORARY EROSION AND SEDIMENT
CONTROL (TESC) BEST MANAGEMENT PRACTICES
— — — PAINT LINE (YELLOW CENTERLINE) (BMP'S) IN ACCORDANCE WITH THE TESC NARRATIVE
(APPENDIX C).
= = = PAINT LINE (YELLOW NO PASS)
PAINT LINE (YELLOW DOUBLE CENTERLINE) 4 ALL STATIONS ARE APPROXIMATE.
5. ALL UTILITY LOCATIONS ARE APPROXIMATE.
PAINT LINE (WHITE EDGE)
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GENERAL NOTE: T. 22N. R. 27E. W.M-
éggﬁSSTHTEO R%/L_Ds\ll_p?YPES IS ONLY AVAILABLE SECTION 18
| SLOPE 2

SEE SHEET RS1 AND MD1 FOR PAVEMENT REPAIR AND
GUARDRAIL PROTECTION DETAILS ASSOCIATED
WITH ROCK SCALING OPERATIONS.
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GENERAL NOTE:

1. ACCESS TO ALL SLOPES ONLY AVAILABLE
FROM THE ROADWAY.

SEE SPECIAL PROVISION "TYPE 1 SLOPE PROTECTION,"
"TYPE 2 SLOPE PROTECTION," "POST ANCHORAGE TYPE A/’
AND "POST ANCHORAGE TYPE B"FOR NETTING AND
ANCHORING INFORMATION AND REQUIREMENTS.
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ZIPLY FIBER TO
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PROVISION "UTILITIES AND SIMILAR
FACILITIES."

T. 22N. R. 26E. W.M.

SECTION 13

SLOPE 3

BEGIN CONSTRUCTION SLOPE 3

SR 17 MP 77.36
STA. 669+20

WORK AREA
B/~ 7{ T

0 25 50
SCALE IN FEET

STA 671+00
(100'LT)

STA 671+00
(50LT

LEGEND:

EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING

RIGHT OF WAY
DITCH

BURIED TELEPHONE
EDGE OF ROADWAY
GUARDRAIL

LANE LINE

NO PASS LINE

DOUBLE YELLOW CENTERLINE

EDGE OF DRIVING LANE
EDGE OF PAVED SHOULDER
EDGE OF GRAVEL SHOULDER

PAINT LINE (YELLOW CENTERLINE)

PAINT LINE (YELLOW NO PASS)

PAINT LINE (YELLOW DOUBLE CENTERLINE)

PAINT LINE (WHITE EDGE)

GENERAL NOTES:

1. EXISTING FEATURES ARE APPROXIMATE. THEY ARE

BASED ON AVAILABLE AERIAL PHOTOS AND FIELD
MEASUREMENTS.

2. ALL CONTRACTOR WORK ACTIVITIES SHALL
REMAIN WITHIN EXISTING WSDOT RIGHT OF WAY,
INCLUDING ANY ANCHORS OR ACCESS REQUIRED
FOR SLOPE WORK.

3. INSTALL TEMPORARY EROSION AND SEDIMENT
CONTROL (TESC) BEST MANAGEMENT PRACTICES
(BMP'S) IN ACCORDANCE WITH THE TESC NARRAT
(APPENDIX C).

4. ALL STATIONS ARE APPROXIMATE.

5. ALL UTILITY LOCATIONS ARE APPROXIMATE.

IVE
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REVISION
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GENERAL NOTE: T. 22N. R. 26E. W-M-
ACCESS TO ALL SLOPES IS ONLY AVAILABLE FROM THE ROADWAY. SECTION 1 3

SEE SHEET RS1 AND MD1 FOR PAVEMENT REPAIR AND GUARDRAIL SLOPE 3
PROTECTION DETAILS ASSOCIATED WITH ROCK SCALING OPERATIONS.

ALL ROCK DOWEL LOCATIONS ARE APPROXIMATE AND SHALL BE FIELD
LOCATED BY THE ENGINEER PRIOR TO DRILLING.

SEE SPECIAL PROVISION "PERMANENT GROUND ANCHORS."

| Slope Scaling Area |

o e e s e | e e

| Intensive Scaling Area |

25-kip rock boit
Length = 20 ft.
Bond zone = 7 ft.

~665+00 ~666+00

® 25-kip Rock Dowel
Length = 20 ft. , , _ ,

NOT TO SCALE
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GENERAL NOTE: T. 22N. R. 26E. W-M-
ACCESS TO ALL SLOPES IS ONLY AVAILABLE FROM THE ROADWAY. SECTION 1 3

SEE SHEET RS1 AND MD1 FOR PAVEMENT REPAIR AND GUARDRAIL SLOPE 3
PROTECTION DETAILS ASSOCIATED WITH ROCK SCALING OPERATIONS.

ALL ROCK DOWEL LOCATIONS ARE APPROXIMATE AND SHALL BE FIELD
LOCATED BY THE ENGINEER PRIOR TO DRILLING.

SEE SPECIAL PROVISION "PERMANENT GROUND ANCHORS."

. Slope Scaling Area !
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| Intensive Scaling Area :

25-kip rock bolt
Length = 20 ft.
Bond zone = 7 ft.

® 25-kip Rock Dowel
Length = 20 ft.
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GENERAL NOTE: T. 22N. R. 26E. W-M-
ACCESS TO ALL SLOPES IS ONLY AVAILABLE FROM THE ROADWAY. SECTION 1 3

SEE SHEET RS1 AND MD1 FOR PAVEMENT REPAIR AND GUARDRAIL SLOPE 3
PROTECTION DETAILS ASSOCIATED WITH ROCK SCALING OPERATIONS.

ALL ROCK DOWEL LOCATIONS ARE APPROXIMATE AND SHALL BE FIELD
LOCATED BY THE ENGINEER PRIOR TO DRILLING.

' Intensive Scaling Ar
SEE SPECIAL PROVISION "PERMANENT GROUND ANCHORS."

25-kip rock bolt
Length = 20 ft.
Bond zone = 7 ft.

® 25-kip Rock Dowel
Length = 20 ft.

FILE NAME X:\WSDOT\Projects\20170188 - NC WSDOT GEC\.0022 - AU - NCR Rock Slopes\CADD\02 - Plan Sheets\XL6412_PS_Slope 3.dgn
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P.E. STAMP BOX

800.615.9900 Department of Transportation




GENERAL NOTE: T. 22N. R. 26E. W-M-
1. ACCESS TO ALL SLOPES ONLY AVAILABLE FROM THE ROADWAY. SECTION 1 3

2. SEE SPECIAL PROVISION "TYPE 1 SLOPE PROTECTION,"
"TYPE 2 SLOPE PROTECTION," "POST ANCHORAGE TYPE A" SLOPE 3
AND "POST ANCHORAGE TYPE B"FOR NETTING AND
ANCHORING INFORMATION AND REQUIREMENTS.

Type 2 Slope Protection
Post Anchomsge Typeto bedetermined

~665+00 ~666+00
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PROJ. ENGR. M. CASTILLO XL-6412 SRS N0 | SEE CT1 SLOPE 3 STABILIZATION PLAN 3,
REGIONAL ADM. D. BIERSCHBACH REVISION DATE BY P.E. STAMP BOX




GENERAL NOTE:

1. ACCESS TO ALL SLOPES ONLY AVAILABLE FROM THE ROADWAY.

2. SEE SPECIAL PROVISION "TYPE 1 SLOPE PROTECTION,"
"TYPE 2 SLOPE PROTECTION," "POST ANCHORAGE TYPE A"
AND "POST ANCHORAGE TYPE B"FOR NETTING AND
ANCHORING INFORMATION AND REQUIREMENTS.

B Approximate Project Stationing

T. 22N. R. 26E. W.M.

SECTION 13
SLOPE 3

t
tem length approx. 220 fee

Type 2 Slope Protection
Post Anchomge Type to be determined
by WS5COT during construction

SR 17

NOT TO SCALE
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GENERAL NOTE:

1. ACCESS TO ALL SLOPES ONLY AVAILABLE FROM THE ROADWAY.

2. SEE SPECIAL PROVISION "TYPE 1 SLOPE PROTECTION,"
"TYPE 2 SLOPE PROTECTION," "POST ANCHORAGE TYPE A"

AND

"POST ANCHORAGE TYPE B" FOR NETTING AND
ANCHORING INFORMATION AND REQUIREMENTS.

T. 22N. R. 26E. W.M.
SECTION 13

e

L

|
i

SLOPE 3

NOT TO SCALE
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LEGEND: o
————————— EXISTING RIGHT OF WAY
_ - - - EXISTING DITCH
- BT — — BT — — BT - EXISTING BURIED TELEPHONE
***************** EXISTING EDGE OF ROADWAY
********* EXISTING GUARDRAIL GENERAL NOTES:
- - - EXISTING LANE LINE
1. EXISTING FEATURES ARE APPROXIMATE. THEY ARE
—_—— EXISTING NO PASS LINE BASED ON AVAILABLE AERIAL PHOTOS AND FIELD
MEASUREMENTS.
— EXISTING DOUBLE YELLOW CENTERLINE
2. ALL CONTRACTOR WORK ACTIVITIES SHALL
— EXISTING EDGE OF DRIVING LANE REMAIN WITHIN EXISTING WSDOT RIGHT OF WAY,
INCLUDING ANY ANCHORS OR ACCESS REQUIRED
————————————————— EXISTING EDGE OF PAVED SHOULDER FOR SLOPE WORK.
”””””””””””” EXISTING EDGE OF GRAVEL SHOULDER 3. INSTALL TEMPORARY EROSION AND SEDIMENT
CONTROL (TESC) BEST MANAGEMENT PRACTICES
— — — PAINT LINE (YELLOW CENTERLINE) (BMP'S) IN ACCORDANCE WITH THE TESC NARRATIVE
(APPENDIX C).
= = = PAINT LINE (YELLOW NO PASS)
4. ALL STATIONS ARE APPROXIMATE.
PAINT LINE (YELLOW DOUBLE CENTERLINE)
5. ALL UTILITY LOCATIONS ARE APPROXIMATE.
PAINT LINE (WHITE EDGE)
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REGIONAL ADM. D. BIERSCHBACH REVISION DATE BY P.E.STAMP_BOX



kurt.wiseman
Kurt Wiseman Signature


GENERAL NOTE: T. 23N. R. 26E. W.M.
1. ACCESS TO ALL SLOPES IS ONLY AVAILABLE SECTION 14
FROM THE ROADWAY. SLOPE 7

SEE SHEET RS1 AND MD1 FOR PAVEMENT REPAIR AND
GUARDRAIL PROTECTION DETAILS ASSOCIATED
WITH ROCK SCALING OPERATIONS.
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GENERAL NOTE: T. 23N. R. 26E. W.M-
1. ACCESS TO ALL SLOPES IS ONLY AVAILABLE SECTION 14

FROM THE ROADWAY.

SEE SHEET RS1 AND MD1 FOR PAVEMENT REPAIR AND SLOPE 7

GUARDRAIL PROTECTION DETAILS ASSOCIATED
WITH ROCK SCALING OPERATIONS.
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- LOGATION No. 800.615.9900 Department of Transportation
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REGIONAL ADM. D. BIERSCHBACH P.E.STAMP_BOX




GENERAL NOTE: T. 23N. R. 26E. W.M-
1. ACCESS TO ALL SLOPES IS ONLY AVAILABLE SECTION 14

FROM THE ROADWAY.

2. SEE SHEET RS1 AND MD1 FOR PAVEMENT REPAIR AND SLOPE 7

GUARDRAIL PROTECTION DETAILS ASSOCIATED
WITH ROCK SCALING OPERATIONS.
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NOT TO SCALE
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GENERAL NOTE: T. 23N. R. 26E. W.M-
1. ACCESS TO ALL SLOPES IS ONLY AVAILABLE SECTION 14

FROM THE ROADWAY.

2. SEE SHEET RS1 AND MD1 FOR PAVEMENT REPAIR AND SLOPE 7

GUARDRAIL PROTECTION DETAILS ASSOCIATED
WITH ROCK SCALING OPERATIONS.
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DATE 6/15/2023 - ' 7ST4
PLOTIED BY  Kovinoranonwt 10 [wasH @ PERTEET 7/ 4 SOAP LAKE TO LAKE LENORE CAVES

DESIGNED BY A. SCHULTZ JOB NUMBER .

ENTERED BY K CRONENWETT 248001 Washington State | UNSTABLE SLOPES RE-ADVERTISEMENT |
CHECKED BY K. WISEMAN CONTRACT NO. LOCATION NO. e 800.615.9900 Department of Transportatlon oF
PROJ. ENGR. M. CASTILLO XL-6412 st o -SEE_CT1. SLOPE 7 STABILIZATION PLAN 3,
REGIONAL ADM. D. BIERSCHBACH REVISION DATE BY P.E.STAMP BOX




GENERAL NOTE: T. 23N. R. 26E. W.M-
1. ACCESS TO ALL SLOPES IS ONLY AVAILABLE SECTION 14

FROM THE ROADWAY.

2. SEE SHEET RS1 AND MD1 FOR PAVEMENT REPAIR AND SLOPE 7

GUARDRAIL PROTECTION DETAILS ASSOCIATED
WITH ROCK SCALING OPERATIONS.
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GENERAL NOTE:

1.

ACCESS TO ALL SLOPES ONLY AVAILABLE
FROM THE ROADWAY.

SEE SPECIAL PROVISION "TYPE 1 SLOPE PROTECTION,"
"TYPE 2 SLOPE PROTECTION," "POST ANCHORAGE TYPE A/
AND "POST ANCHORAGE TYPE B"FOR NETTING AND

ANCHORING INFORMATION AND REQUIREMENTS.

Type 2 Slope Protection
Post Anchormge Typeto bedetermined
by WEDOT during construction
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SR 17
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SECTION 14
SLOPE 7
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f ~207+00

NOT TO SCALE

T. 23N. R. 26E. W.M.

Type 1 Slope
Protection
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Washington State
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GENERAL NOTE: T. 23N. R. 26E. W.M.
1. ACCESS TO ALL SLOPES ONLY AVAILABLE SECTION 14
FROM THE ROADWAY. SLOPE 7

SEE SPECIAL PROVISION "TYPE 1 SLOPE PROTECTION,"
"TYPE 2 SLOPE PROTECTION," "POST ANCHORAGE TYPE A/
AND "POST ANCHORAGE TYPE B"FOR NETTING AND
ANCHORING INFORMATION AND REQUIREMENTS.

' 2 VA i | R
~210+00 ~311+00
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SR 17 212+00

NOT TO SCALE
FILE NAME X .
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GENERAL NOTE:

1. ACCESS TO ALL SLOPES ONLY AVAILABLE
FROM THE ROADWAY.

2. SEE SPECIAL PROVISION "TYPE 1 SLOPE PROTECTION,"
"TYPE 2 SLOPE PROTECTION," "POST ANCHORAGE TYPE A/
AND "POST ANCHORAGE TYPE B"FOR NETTING AND
ANCHORING INFORMATION AND REQUIREMENTS.

A Approximate Project Sta

ioning

~35 feet

Type 1 Slope Protection

A
~214+00

T. 23N. R. 26E. W.M.
SECTION 14

SLOPE 7

Type 2 Slope Protection

Post Anchormge Typeto bedetermined

by WSDOT during construction

NOT TO SCALE

Type 1
Slope
Protection

A
~217+00
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GENERAL NOTE:

1. ACCESS TO ALL SLOPES ONLY AVAILABLE
FROM THE ROADWAY.

2. SEE SPECIAL PROVISION "TYPE 1 SLOPE PROTECTION,"
"TYPE 2 SLOPE PROTECTION," "POST ANCHORAGE TYPE A/
AND "POST ANCHORAGE TYPE B"FOR NETTING AND
ANCHORING INFORMATION AND REQUIREMENTS.

Type 2 Slope Protection
Fost Anchorage Typeto bedetermined
by WSDOT during construction

& Approximate Project Stationing

~217+10

T. 23N. R. 26E. W.M.

SECTION 14

SLOPE 7

NOT TO SCALE

Type 1 system length approx. 565 feet

Type 1 Slope Protection
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GENERAL NOTE:

1. ACCESS TO ALL SLOPES ONLY AVAILABLE
FROM THE ROADWAY.

2. SEE SPECIAL PROVISION "TYPE 1 SLOPE PROTECTION,"
"TYPE 2 SLOPE PROTECTION," "POST ANCHORAGE TYPE A/
AND "POST ANCHORAGE TYPE B"FOR NETTING AND
ANCHORING INFORMATION AND REQUIREMENTS.

A Approximate Project Stationin

Type 1 Slope Protection

T. 23N. R. 26E. W.M.
SECTION 14

SLOPE 7

Type 1 system length approx. 550 feet

NOT TO SCALE
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SR 17 MP 76.63
STA. 706+20
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SR 17 MP 76.57
STA. 710+00

WORK AREA

7.

)

o

0 25 50
SCALE IN FEET

RIGHT OF WAY

DITCH
BURIED TELEPHONE

EDGE OF ROADWAY

GUARDRAIL

LANE LINE

NO PASS LINE

DOUBLE YELLOW CENTERLINE
EDGE OF DRIVING LANE
EDGE OF PAVED SHOULDER
EDGE OF GRAVEL SHOULDER

PAINT LINE (YELLOW CENTERLINE)

PAINT LINE (YELLOW NO PASS)

PAINT LINE (YELLOW DOUBLE CENTERLINE)

PAINT LINE (WHITE EDGE)

GENERAL NOTES:

1. EXISTING FEATURES ARE APPROXIMATE. THEY ARE
BASED ON AVAILABLE AERIAL PHOTOS AND FIELD
MEASUREMENTS.

2. ALL CONTRACTOR WORK ACTIVITIES SHALL
REMAIN WITHIN EXISTING WSDOT RIGHT OF WAY,
INCLUDING ANY ANCHORS OR ACCESS REQUIRED
FOR SLOPE WORK.

3. INSTALL TEMPORARY EROSION AND SEDIMENT
CONTROL (TESC) BEST MANAGEMENT PRACTICES
(BMP'S) IN ACCORDANCE WITH THE TESC NARRATIVE
(APPENDIX C).

4. ALL STATIONS ARE APPROXIMATE.

5. ALL UTILITY LOCATIONS ARE APPROXIMATE.
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GENERAL NOTE:

SECTION 18
SLOPE 11

1. ACCESS TO ALL SLOPES IS ONLY AVAILABLE
FROM THE ROADWAY.

2. SEE SHEET RS1 AND MD1 FOR PAVEMENT REPAIR
GUARDRAIL PROTECTION DETAILS ASSOCIATED
WITH ROCK SCALING OPERATIONS.

AND

A
~706+00

NOT TO SCALE

T. 22N. R. 27E. W.M.
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CHECKED BY K. WISEMAN CONTRACT NO. LOCATION NO. = | 800.615.9900 Department of Transportatlon oF
PROJ. ENGR. M. CASTILLO XL-6412 | SEE_OT1. SLOPE 11 STABILIZATION PLAN 3,
REGIONAL ADM. D. BIERSCHBACH REVISION DATE BY PE.STAMP BOX




HEAVY WRAPPING PAPER
N‘ -
\ \ D 77777777 |

100'X DEPTH
AS PER ADJACENT ‘

ROADWAY SECTION 5 AS PER ADJACENT
ROADWAY SECTION

PAVING CONSTRUCTION JOINT TAPER DETAIL

PLANING/PAVING TIE-IN DETAIL

SHALL BE CONSTRUCTED AT BEGIN AND END PROJECT,
AND ALL SIDE STREET TIE-IN PERMANENT CONSTRUCTION

PLANED
SURFACE

AS PER ADJACENT
AS PER ADJACENT /7 ROADWAY SECTION\!
ROADWAY SECTION 100'X DEPTH

LEGEND:

PAVING NOTCHED WEDGE JOINT DETAIL CONSTRUCTION JOINT PLANED TAPER

APPLICABLE FOR PLANING

@ PLANING BITUMINOUS PAVEMENT

@ HMA CL. 3/8 IN. PG 64H-28

us 97
€ &
1 1 I
| x | I 9 w
LL: w Ll.: N 8 4 us 97
050 o=y [ o oo ‘
QI arg : a z I
o w3 ! oY 6= |
A ' '~ WHITE TEMPORARY | 2z olx ‘
4—5*"—/ TAPE (TYP) | o w|a !
1 1 . ‘
i i i I A e AS PER !
| | i 5 = MATCH ROADWAY SECTION |
\J .
B } ) i B 1 (P P l
/ . 7 A A !
n ! 7
I S~ -
| SECTION A-A
. PLANING SHOULDER
\\\‘ ! DRAINAGE CUTOUT
I
» A i SECTION B-B
: : i
; N ; D= DEPTH OF PLANING
: »— TEMPORARY TRAFFIC SHOWN ON THE APPLICABLE
| CONTROL DEVICE (TYP) ROADWAY SECTION.
: ! i PLANING SHOULDER DRAINAGE CUTOUT
SEE SPECIAL PROVISION "PLANING SHOULDER DRAINAGE CUTOUT" NOT TO SCALE
FILE NAME X:\WSDOT\Projects\20170188 - NC WSDOT GEC\.0022 - AU - NCR Rock Slopes\CADD\02 - Plan Sheets\XL6412_PS_PD.dgn Plot 1
TIME 8:53:33 AM Recion | STaTE [ FED AID PROJ.NO. A SR 17 PLAN REF NO
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NOTES:
1. JOINT ADHESIVE TO BE INSTALLED AT ALL
LONGITUDINAL PAVEMENT JOINTS.
1/8"
1/2" MAX EXCESS OVERLAP
JOINT ADHESIVE
I HMA WEARING COURSE
’] LZ" MAX EXCESS OVERLAP
SR 17
¢
2 Y 2
LEFT : = : RIGHT
SHOULDER o W o SHOULDER
o < o
w — w
1.5"
H 118"
------------------------------------------------------------------------------------------------------------ 1/2" MAX EXCESS OVERLAP
2ND LANE PLANED 1ST LANE PLANED |
JOINT ADHESIVE i
a1 | 008
BEVEL AA I HMA WEARING COURSE
SEE SPECIAL PROVISION "JOINT ADHESIVE FOR BITUMINOUS PAVEMENT"
NOT TO SCALE
FILE_NAME X:\WSDOT\Projects\20170188 - NC_WSDOT GEC\.0022 - AU - NCR_Rock Slopes\CADD\02 - Plan_Sheets\XL6412_PS_PD.dgn Plot 2
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REVISION DATE BY
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DATE
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PAVING DETAILS
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ROCK SLOPE SCALING /
OPERATIONS /

SB |
SHOULDER

PLYWOOD TO COVER STACKED STRAW BALES, !
WESTERN EDGE OF 4'MIN. HEIGHT /
STRAW BALES

EXISTING GUARDRAIL

T

o — —
\

SR 17 PAVEMENT

STRAW BALE - GUARDRAIL PROTECTION

MP 76.86 - MP 77.08
MP 77.35 - MP 77.44
MP 83.04 - MP 83.11
MP 83.18 - MP 83.25
MP 83.27 - MP 83.62

NOT TO SCALE

GENERAL NOTE:

1. SEE SPECIAL PROVISION "STRAW BALE - GUARDRAIL
PROTECTION" FOR MORE INFORMATION.
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GENERAL NOTE:

1. SEE SPECIAL PROVISION

FLAT OR BEVELED WASHERS
HEX NUT

DEFORMED CONTINUOUSLY
THREADED STEEL BAR

GALVANIZED END CAP PACKED WITH
CORROSION-INHIBITING COMPOUND

ROCK BOLT ORIENTATION TO BE
SPECIFIED BY THE ENGINEER

"PERMANENT GROUND

ANCHORS" FOR ADDITIONAL INFORMATION.

UNSTABLE )
BLOCK /

CENTRALIZER
STEEL BEARING PLATE

TYPICAL ROCK BOLT INSTALLATION

NOT TO SCALE

STABLE ROCK

TYPE 2 (NON-SHRINK) GROUT
(AS SHOWN ON SS82)

REGIONAL ADM. D. BIERSCHBACH

REVISION DATE BY

P.E. STAMP BOX
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GENERAL NOTE:

1. SEE SPECIAL PROVISION "PERMANENT GROUND
ANCHORS" FOR ADDITIONAL INFORMATION.

HEX NUT

FLAT OR BEVELED WASHERS MAX.
/
DEFORMED CONTINUOUSLY

THREADED STEEL BAR

ROCK DOWEL ORIENTATION TO BE
SPECIFIED BY THE ENGINEER

UNSTABLE
BLOCK

STEEL BEARING PLATE /

CENTRALIZER /

STABLE ROCK

CENTRALIZER

TYPICAL TYPE 1 ROCK DOWEL INSTALLATION

NOT TO SCALE

TYPE 2 (NON-SHRINK)
GROUT
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|_.TO BE DETERMINED BY ENGINEER |

DOUBLE LEG 3/4"
WIRE ROPE ANCHOR

3/4™ 6X19 IWRC GALVANIZED
TOP HORIZONTAL SUPPORT ROPE
AND TAG LINES

1"X4" GALVANIZED WELDLESS
NETTING STEEL RING WITH A MINIMUM
SINGLE PULL WORKING LIMIT OF
10,000LBS AT ALL ENDS OF TOP
HORIZONTAL SUPPORT ROPES

THIMBLE

3/4" WIRE ROPE

STOP SLEEVE WIRE ROPE CLIPS

MAXIMUM HORIZONTAL SUPPORT ROPE LENGTH = 300 FT. ——————————

MAXIMUM ANCHOR
SPACING 40FT

TOP SUPPORT ROPE
3" 6X19 IWRC

TOP SEAM ROPE
%" 7X19 IWRC,

NETTING
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1/4" SEAM ROPE OR T3 CLIPS

NETTING DETAILS

*NETTING PANELS TO BE SEAMED WITH 5/16" WIRE ROPES THROUGH EACH MESH OPENING.

**END OF SEAM ROPE IS TO BE LOOPED ON ITSELF AND TERMINATED WITH 2 WIRE ROPE CLIPS.

1" SHACKLE (TYP.)

T NN O NN >
/<\Z\\>Z\\\/j§\\ ///Z\\\//(\\/ /<\{{\\>j§\\/;§\\ ;\\\/jj\\\/ WIRE ROPE DETAIL "AA"
NN < NN S
E ///\\\;//i\\ ///i\\;//i\\ /i\\;/%/ DISTANCES A,B,C AND TORQUE TO COMPLY WITH MANUFACTURER'S SPECIFICATIONS
o KK K 4
: 0 KR
oT N B M
@ \\//\\\ K R
,\/// /\///\ >//
i N K i 1
e 2 R %
,\/\\\ \\\//\\\ N 4\%\\
MY BOTTOM FERULE 554" iy STANDARD
K. 4 (OPTIONAL) &K, 74 SPLAYED END
//> a >\/ 7 a /\\/
NN S NV
WIRE ROPE DETAIL "BB"
WIRE ROPE SPLICING
DOUBLE LEG 3/4" WIRE ROPE ANCHOR
NOT TO SCALE
FILE NAME X:\WSDOT\Projects\20170188 - NC WSDOT GEC\.0022 - AU - NCR Rock Slopes\CADD\02 - Plan Sheets\XL6412_PS_SS.dgn Plot 3
TIME 8:53:38 AM RE’%‘_’" STATE FED.AID PROJ.NO. ‘ SR 17 PLAN REF NO
DATE 6/15/2023
PLOTTED BY  Kevin<romomwed 10 [wasH | PERTEET v/ SOAP LAKE TO LAKE LENORE CAVES | SS3
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123 OHME GARDEN ROAD, SUITE 8 - SHEET
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FILE NO.

OF

BRIDGE SHEET

EXISTING GROUND W-POST

LINE (SCHEMATIC)

1\ by
‘all = ®
=/A T
=17 = 6‘00
15° MIN. '%"/ . S/e
, : St
== n étu
= 0° - 30° &l&
=2
SEE "WIRE ROPE S18 s N
ANCHOR" ON ‘E =W B
DETAILS SHEET 3 — Ny
i é/J L’?
e/

SEE POST ANCHORAGE DETAILS ON DETAILS
SHEETS 3 AND 4. ANCHORAGE DETAILS
VARY, POST ANCHORING TYPE A SHOWN.
SEE SPECIAL PROVISIONS AND SHEETS
2ST2-8ST10 FOR SPECIFIC ANCHORAGE
DETAILS REQUIRED

BOTTOM OF ROADSIDE DITCH

TYPICAL SECTION

EXISTING
ROCK SLOPE

.-/

S
WEELEd

AS SPECIFIED BY

THE EN(.::_INEEI?‘/"

TOP HORIZONTAL

ROPE \

MAX. LENGTH OF NETTING SUPPORT ROPE = 240'-0"
SEE TABLE NOTE 3 ON DETAILS SHEET 2

MAX. 4'-0" SPA. (TYP.)

NETTING PANEL. SEE MATERIALS
9/
BACKUP SHACKLE AT [ As"@ LACING ROPE /SPEC. NOTE M2 ON DETAILS SHEET 2.

NETTING PANEL LENGTH VARIES

2RSS
LKL

B S S S ST ST S
00000303020 9303020303020 ‘a0 30303030 20!
0000000020 20%0 26 2020 20202020 20 %6 2020 %%
0.0000000000000000’%.0

BACKUP SHACKLE
AT EACH SIDE OF
SEAM ROPE

TOP HORIZONTAL

ROPE(BI ROPE

(2) WIRE ROPE )
CLIPS EACH END —__ B4

%6" @ SEAM
WIRE ROPE — |

NETTING PANEL \

&
35S

JoSodotetotote todetetetolete totetelotetode!

0202020202020 02020020 2020 20202020202

%6"@ LACING

ﬁ@@ﬁ%%@ﬁ*ﬁ%%ﬁﬁ?%‘ 288
2588
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)
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s et stessetes
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NETTING PANEL AND CONNECTION DETAIL

GENERAL NOTES:

1. ALL MATERIAL AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF THE WASHINGTON STAT
DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD, BRIDGE, AND MUNICIPAL CONSTRUCTION
DATED 2023.

I

THIS STRUCTURE HAS BEEN DESIGNED IN ACCORDANCE WITH THE REQUIREMENTS OF THE ASCE/SEI 7-05 MINIMUM
DESIGN LOADS FOR BUILDINGS AND OTHER STRUCTURES, 2005.

3. NETTING PANELS SHALL BE SEAMED WITH WIRE ROPES THROUGH EACH MESH OPENING. ENDS OF SEAM ROPE SHALL BE
LOOPED ONTO ITSELF AND SECURED WITH TWO (2) WIRE ROPE CLIPS.

4. ULTIMATE ROPE ANCHOR CAPACITY PER TABLE ON DETAILS SHEET 2.
5. ALL WIRE ROPE LOOPS SHALL INCLUDE A STANDARD WEIGHT THIMBLE.

6. BACK-UP SHACKLES CONNECTING ROPE[B] TO NETTING PANELS SHALL BE SPACED AT 2'-0" MAXIMUM AND SHALL BE
SIZED TO ENGAGE ROPE[B], THE %s"@ LACING ROPE, AND THE NETTING PANEL.

E

7. THE FALLING ROCK LOAD USED IN THE DESIGN IS EQUAL TO 1.7 KIP/FT APPLIED OVER THE MIDDLE 4 FT OF THE NETTING

SUPPORT ROPE([B] AND CORRESPONDS TO 100 FT-TON MAXIMUM IMPACT ENERGY.

8. THE DESIGN ICE LOAD ON THE NETTING PANEL IS 5.7 PSF.

SR

FILE PATH / NAME  c:\users\deboejak\pw_wsdot\d0546571\Type 2 Slope Protection Details 1 of 6.dgn RE,\G‘g_’N STATE
BRIDGE DES. ENG. Leland, A

BRIDGE PROJ. ENG. Rosa, M 10 |WASH
SUPERVISOR Zeldenrust, R YO8 NOMEER
DESIGNED BY Swett, G 24B001
CHECKED BY Miller, W

ENTERED BY Churchill, C CONTRACT NO-
PRELIM. PLAN BY

ARCH. / SPEC. Swett, G REVISION DATE BY

v WNSDOT

PLAN REF NO

SR 17
SOAP LAKE TO LAKE LENORE CAVES
UNSTABLE SLOPES RE-ADVERTISEMENT

SS4

SEE SHEET CT1 TYPE 2 SLOPE PROTECTION
DATE DATE
PE. STAMP BOX P.E. STAMP BOX DETAILS 1 OF 6

PLOT DATE: 6/26/2023 PLOT TIME: 1:14:59 PM PLOTTED BY: deboejak



SwettG
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FILE NO.

OF

BRIDGE SHEET

SR

END AND CONNECTION POSTS
END & CONNECTION POSTS *? POST ANCHORAGE NETTING SUPPORT ROPE CONNECTION SIDE ROPE CONNECTION
SLOPE
HEIGHT
HEIGHT SIZE PLATE[A] WELD[Ad | WELD[AB] | ROPE[BI® PLATEE" FECD"I-E_ WELD[B] |SWIVEL[BI®>| ROPE[C] PLATE[C] H(g'f/E WELDIC]
6' W 8 x 40
100! 12' W 8 x 40 % x 16 x 14 s A %" 1x4x0-6 1" % 1 %" % x4x0-7 1%" Yo
20' W 8 x 48
6' W 8 x 48 1x16 x 1-4 Ao % x 4% x 0'-7
200' 12' W 8 x 48 1x16 x1-4 e % " 1% x 4% x 0-6 1" Yo 1% " % x 4% x 0-7 2" Y
20' W 10 x 49 1x18 x1-6 s % x 4% x 0'-8%
6' W 8 x 58 1% x 16 x 1'-4 % % x5x0-7
300' 12' W 10 x 54 1% x 18 x 1'-6 % A 14" 1% x 7% x 0'-9 2%" Yo 1% 1%" % x5 x0-8% 2%" %
20' W 10 x 60 1% x 18 x 1'-6 s % x5 x 0-8%
6,7
INTERMEDIATE POSTS MIN. PULLOUT ROPE ANCHOR CAPACITY
END & CONNECTION POSTS 2 POST ANCHORAGE NETTING SUPPORT ROPE CONNECTION CAPACITY (KIPS)
SLOPE SLOPE
HEIGHT DISTANCE
3 HOLEIE 5 SUPPORT SIDE ROPE[C] | BACK ROPE[F]
HEIGHT SIZE PLATEDI WELD[Dd] | WELD[Db] | ROPE[BI PLATE[E] (DIA) WELDIEl | SWIVELI[E] ROPEIE] (PER ROPE) (PER ROPE)
6
100' 12' W 8 x 35 % x 16 x 1'-4 % % %" % x3x0-3% 1" s % 100’ 58 32 18
20'
6' 1x16 x 1-4
200" 12' W 8 x 35 1x16 x1-4 s % 1" % x 3% x 0-4% 1" s 1 200 103 57 27
20' 1x18 x1-6
6' 1% x 16 x 1'-4
300' 12' W 8 x 48 1% x 18 x 1'-6 % A %" 1x4x0-5 %" % 1% 300 130 72 37
20' 1% x 18 x 1'-6

SEE NOTE

END POST (TYP.)

INTERMEDIATE POST (TYP.)

B

240'-0" MAX.

8 (TYP.)
7]
=)
(2]
-
=
T
1]
=] 40'-0" MAX.
(2]
(m)]
<
@]
o

CONNECTION POST (TYP.)
\ I/

LAYOUT PLAN

LAYOUT ELEVATION

VERTICAL DEFLECTION
ANGLE (SEE NOTE 2)

/

HORIZONTAL DEFLECTION
ANGLE (SEE NOTE 2)

END POST (TYP.)

BACK ROPES|F]
(TYP.)

SIDE ROPES(C]
(TYP.)

NETTING SUPPORT
\ ROPEME

BACK ROPE[EI(TYP.)

SIDE ROPES[CI(TYP.

)

\ NETTING SUPPORT ROPE[BI(TYP.)

TABLE NOTES:

1

2.

MAXIMUM SPACING BETWEEN POSTS - 40 FT.

POSTS SHALL BE ALIGNED WITH 15° MAXIMUM HORIZONTAL DEFLECTION ANGLE AND 30°
MAXIMUM VERTICAL DEFLECTION ANGLE.

MAXIMUM NETTING SUPPORT ROPE LENGTH - 240 FT. (LE. 6 POST SPACINGS AT 40 FT.). NETTING
SUPPORT ROPE SHALL BE TERMINATED AT A CONNECTION OR END POST.

. BEVEL THE LOWER CORNER OF PLATE[BIBY 1%" (SEE DETAILS ON DETAILS SHEET 5).
. ALL SWIVELS SHALL BE JAW END TYPE.

. FOR ROPE[B], DOUBLE ANCHORS WITH INDIVIDUAL TAG LINES MAY BE USED AS AN

ALTERNATIVE TO A SINGLE ANCHOR IN ORDER TO ACHIEVE THE REQUIRED CAPACITY. THE
ANGLE BETWEEN A TAG LINE AND THE AXIS OF THE CORRESPONDING ANCHOR SHALL BE LESS
THAN 30°. ANCHORS AND TAG LINES SHALL HAVE A MINIMUM OF 60% OF THE REQUIRED
CAPACITY FOR A SINGLE ANCHOR.

. CAPACITY SHALL BE OBTAINED BY PROOF TESTING. SEE THE SPECIAL PROVISIONS.

. MINIMUM SPACING BETWEEN ANCHORS IS EQUAL TO HALF THE EMBEDMENT LENGTH OF ROPE[BI

ANCHOR.

MATERIAL SPECIFICATION NOTES:

M.

M2.

M3.

M4.

MS.

M6.

M7.

M8.

Mo.

M10.

Mi1.

Mi12.

M13.

Mi14.

M15.

SEE SPECIAL PROVISIONS FOR TYPE 2 SLOPE PROTECTION SYSTEM NETTING REQUIREMENTS.
THIMBLES AND WIRE ROPE CLIPS SHALL CONFORM TO SECTION 9-16.4(4).

ALL WIRE ROPE SHALL BE INDEPENDENT WIRE ROPE CLASS (IWRC), EIP STEEL, 6X19 CLASS,
MEETING ASTM A1023 AND SHALL BE GALVANIZED IN ACCORDANCE WITH ASTM A603
CLASS A. MATERIAL ACCEPTANCE SHALL BE BASED ON SECTION 9-16.4(3). SEAM ROPE MAY
BE IWRC, EIP STEEL, 7X19 CLASS AND GALVANIZED AS SPECIFIED.

THREADED BAR GROUND ANCHORS SHALL CONFORM TO SECTION 9-16.4(6), GRADE 60 OR
BETTER. HARDENED WASHERS SHALL CONFORM TO ASTM F436.

HOLLOW-CORE THREADED BAR ANCHORS SHALL CONFORM TO 9-16.4(6) EXCEPT STEEL
TUBING MAY CONFORM TO ASTM A519 OR ASTM A513.

STEEL REINFORCING BARS SHALL CONFORM TO SECTION 9-07.2.

THREADED BAR GROUND ANCHORS, HOLLOW-CORE THREADED BARS, AND STEEL REINFORCING
BARS SHALL BE EPOXY-COATED IN ACCORDANCE WITH SECTIONS 6-02.3(24)H AND 9-07.3 OR
SHALL BE GALVANIZED IN ACCORDANCE WITH ASTM A153 CLASS A OR ASTM A767 CLASS 1,
CHROMATE TREATMENT NOT REQUIRED.

COUPLERS AND NUTS FOR THE THREADED BAR GROUND ANCHORS AND HOLLOW-CORE
THREADED BARS SHALL PROVIDE 100 PERCENT OF THE GUARANTEED MINIMUM TENSILE
STRENGTH.

JAW END SWIVELS SHALL BE GALVANIZED AFTER FABRICATION AND SHALL MEET THE
PERFORMANCE REQUIREMENTS OF FEDERAL SPECIFICATION RR-C-271D TYPE VII, CLASS 3.

SCREW PIN ANCHOR SHACKLES SHALL BE GALVANIZED AFTER FABRICATION AND SHALL
MEET THE PERFORMANCE REQUIREMENTS OF FEDERAL SPECIFICATION RR-C-271G TYPE IVA,
GRADE A, CLASS 2. BACK-UP SHACKLES SHALL BE SCREW PIN OR MAY BE ROUND PIN ANCHOR
TYPE AND SHALL MEET THE PERFORMANCE REQUIREMENTS OF FEDERAL SPECIFICATION RR-C-
271G, TYPE IVA OR IVB, GRADE A, CLASS 1 AND SHALL BE GALVANIZED.

STEEL POSTS SHALL CONFORM TO ASTM A992 OR ASTM A572 GR 50. BARS AND PLATES
WELDED TO STEEL POSTS SHALL CONFORM TO ASTM A572 GR 50. NUTS SHALL CONFORM TO
EITHER ASTM A563 GR B, HEXAGONAL, OR SECTION 9-07.11. WASHERS SHALL CONFORM TO
ASTM F436, EXCEPT THAT PLATE WASHERS SHALL CONFORM TO ASTM A36 OR ASTM A572.

UNLESS OTHERWISE NOTED, POSTS, HARDWARE, BARS AND PLATES SHALL BE GALVANIZED
AFTER FABRICATION IN ACCORDANCE WITH AASHTO M 111, AASHTO M 232, OR ASTM F2329
AS APPLICABLE.

CONCRETE SHALL CONFORM TO SECTION 9-16.4(6).

GROUT FOR BACK-ROPE ANCHORS AND HOLLOW-CORE THREADED BARS SHALL CONFORM TO
SECTION 9-20.3(2) AND BE A PROVEN, SAND-FREE, NO-SHRINK MATERIAL CAPABLE OF
DEVELOPING THE BOND AND INTERNAL STRENGTH NECESSARY FOR THE REQUIRED CAPACITY.
THE USE OF EPOXY OR POLYESTER RESIN AS BONDING AGENTS IS NOT ALLOWED.

IF REQUESTED BY THE ENGINEER, SAMPLES OF GROUT AND/OR CONCRETE SHALL BE
PROVIDED.
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FILE NO.

OF

BRIDGE SHEET

SR

30° MAX. /
AN
II/
EXISTING ROCK /‘
| i,

HEX NUT WITH A HARDENED
WASHER (TYP.)

o

30° MAX.

<

OPTIONAL EXCAVATION
LIMITS, TYPICAL ALL SIDES,
TO BE FILLD WITH CONCRETE.

EXISTING GROUND " My, (Tvp
- .)

HEX NUT WITH A HARDENED
WASHER (TYP.)

W-POST INSTALLATION SEQUENCE:

1. INSTALL GROUND ANCHORS.
2. PLACE LEVELING NUTS AND WASHERS.

3. INSTALL POST. ADJUST LEVELING NUTS AS REQUIRED FOR
PROPER POST ORIENTATION.

4. INSTALL TOP NUTS, WASHERS, AND SNUG TIGHTEN NUTS.

5. FORM AND PLACE GROUT PAD IN A FLOWABLE CONSISTENCY
AND ENSURE FULL BEARING UNDER BASE PLATE.

WIRE ROPE
CLIP (TYP.)

THIMBLES

FERRULE

W-POST ALTERNATIVE SEQUENCE:

= L o . 4. AFTER STEP 3 ABOVE, REMOVE POST AND FORM AND PLACE [_]‘/ ANCHOR ROPE(S)<{ 2 >
‘ N GROUT PAD, 1%" MIN TO 3" MAX. = 1] o GROUT PAD. /
= =h = ?(R)O;J"I"\AZA)\(D‘ 15" MIN. R | S —
H HWHWHW 1F7AN ‘ 5. INSTALL POST, WASHERS, TOP NUTS, AND SNUG TIGHTEN WK TSRS
‘ = T NUTS R NIR
— ‘ 1 ) . \ || \\ a4
g Qf‘ L‘x JW ///\ 1P o
. — = — | T~ - st
LEVELING HEX NUT WITH A m:‘m:“ T APy~ TYPE2 ©
HARDENED WASHER (TYP.) ,m:m‘ - //\ 9,<<</ GROUT
=L LEVELING HEX NUT WITH A ANCHOR HOLE DIAMETER SHALL A als /\\/ =
— HARDENED WASHER (TYP.) BE EQUAL TO THE ROPE(S) NBIES o]
ﬁ DIAMETER PLUS 1" MIN. SIS o
GROUND ANCHOR. 1 \/< <\< @
1" THREADED BAR |—] 1} GROUND ANCHOR. 1" THREADED K i
(3-0" MIN. EMBEDMENT) [T[== BAR WITH TACK WELDED HEX NUT. A RIEON z
‘ [T (1-0" MIN. EMBEDMENT) >//\ <\ 2
= A w
\ EXCAVATED FOOTING NS o
2'0 MIN. HOLE 3'x 3'x 2' (TYP.) CONCRETE CLASS 3000 MIN. \\;//\ ' <\< a
N o w
TYPE 2 GROUT \\// || o
AN P —FerrULE ©
SRS )
b . v
— \>//\ U‘/\/
N d
TYPE A POST ANCHORAGE TYPE B POST ANCHORAGE NS
DONYI NN
THIMBLE
ANCHOR PLATE PER WIRE ROPE ANCHOR
MANUFACTURER ANCHOR NUT
NN 2
[ ] 1% (TYP.)
e /7,____WIRE ROPE CLIP (TYP.) THIMBLE ~ BASE WIDTH WIRE ROPE CLIP (TYP.)
< A ] R7
\Y\\» 1 /\\://\\\/\\\/\\\/\\ |
HOLLOW-CORE THREADED A i N o Fg A\ | 159 HoLE (TYP)
BAR ANCHOR. — (X /\\ o ~ )
o M S 2 N8 -
s /\/ o >
AR 2 < 1 N |
\\//\, s g = [1 CLIP BASE WIDTH
COUPLER AS SPECIFIED ><'{‘] S o
BY THE MANUFACTURER/ B > TURNBACK
A B I
WHEN REQUIRED \//> ] /\< q / I > <FLANGE WELD[Aq] OR[Dal
A0 = PLATE[A]OR[D)] WIRE ROPE CONNECTION DETAIL
>/> | 55\\/& s - TURNBACK LENGTH AND NUMBER OF CLIPS PER MANUFACTURER'S
SRS —1yee2 L SPECIFICATIONS TO DEVELOP WIRE ROPE CAPACITY.
\\//' TS GROUT w
\//> H /\ & % @ - FOLLOW MANUFACTURER'S APPLICATION INSTRUCTIONS.
| o
DRILL BIT SUITABLE FOR >/ | [} N e
EXISTING SOIL OR ROCK TYPE— K 1 [«
\?} /\\// W-POST (CENTERED \_%—<WEB WELD[Ab] OR[Db]
/\\</>\, X ON BASE PLATE)
N
I KEY NOTES:
Xy <1 > FOR PLATE AND WELD SIZES, REFER TO THE TABLES ON DETAILS SHEET 2.
BAR ANCHOR SECTION/ E
ALTERNATIVE TO WIRE ROPE ANCHOR ) ANCHOR ROPE(S) OR BAR SIZE SHALL BE ADEQUATE TO DEVELOP THE ULTIMATE
- ROPE ANCHOR CAPACITY LISTED IN THE TABLE ON DETAILS SHEET 2.
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FILE NO.

OF

4'-0"

|~— W-POST

ADJUSTI[T101/#4 TIE TO
MISS MICROPILE (TYP.)

SEE TYPE B POST ANCHORAGE
DETAILS ON DETAILS SHEET 3
FOR GROUND ANCHOR CALLOUTS

Fx = 80 KIPS

. 8" 1'-4"
& (TYP.) (TYP.)
= T T
| |
a =~ '/r_\
! ) )
I | i
G
\ \
< i 0 o E
: S o ! [ty :I'::::: E
9l : ? :
ol Bl : ; :
® T i TIIIIOTITTS E
— b o
o g s
L *
N
[
N PN
© (L))
=7
- L N
R
TYPE C POST ANCHORAGE PLAN
L W POST
I
i
(B :
>/
[ ! HE
o ¥ B
«— . . —e
3 L L 7
o -— I E E I -
.| ®© |(_ P L
RS
E\‘ % L <L
: | C
H*
= .
=
i
) -—

TYPE C POST ANCHORAGE ELEVATION

MICROPILES NOT SHOWN FOR CLARITY

/ CONCRETE CLASS 3000

4[T100/#4 TIES - ALTERNATE

135° HOOK EVERY BAR

(3) 10'-0" LENGTH
MICROPILES

o

(2) 12'-0" LENGTH
MICROPILES

o

TYPE C POST ANCHORAGE

115 KIPS

140 KIP AXIAL LOAD
(EXTREME LOAD STATE)

Fy

WASHER AND NUTS PER
MANUFARCTURER'S SPEC.

MICROPILE {1 >

3" DRILL HOLE, FULLY
GROUTED (TYP.)

KEY NOTES:

‘ 4 KIPS/FT? ADHESION

ASSEMBLY AND LOADING

@ MICROPILES SHALL CONSIST OF A MINIMUM 32mm DIAMETER
(MIN. 0.556 SQ-IN NET AREA), HOLLOW CORE THREAD BAR WITH
A MINIMUM 3-INCH DIAMETER, SACRIFICIAL DRILL BIT AND BE
FULLY GROUTED.

BRIDGE SHEET

SR
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SOAP LAKE TO LAKE LENORE CAVES
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FILE NO.

OF

BRIDGE SHEET

SR

A9 W-POST
|
PLATE[E |

WELD >—7—9/

/SWIVEL
COTTER PIN / ROPE(B]
15 |

ROPE[C]

ROPES EXTEND TO
GROUND (TYP.)

R%x4x0-6

14" SCREW PIN
ANCHOR SHACKLE

R %x4x0-6

1}4"@ HOLE, CENTERED 30° MAX.

TOP OF W-POST
COLUMN

PLATE[C]
PLATE[B]

14" SCREW PIN
ANCHOR SHACKLE
THIMBLE

WIRE ROPE CLIP (TYP.)
13" BEVEL

%"@ ROPEF]

: WIRE ROPE CLIP (TYP.)

ROPE[C]

SWIVEL [B]

ROPE [B]

VIEW
END POST@

A

A
&

HOLE[BICENTERED

WELDI[C]

450
|
PLATE \\

ROPE[BIAND[EINOT
SHOWN FOR CLARITY

SECTION/ B )

END POST (3, \___/

w
3%,"® ROPE[F] [a)
R 3% x4x0-6 «
. o
1%4"® HOLE, CENTERED 2 g
a 4 ——t——
2
TOP OF W-POST I aaiy e
COLUMN
1%" SCREW PIN w
ANCHOR SHACKLE a
PLATEE o
VIEW m THIMBLE -
HOLE[EI CENTERED T
AILPOSTS (55 ~ WIRE ROPE CLIP (TYP.)
SWIVEL[E] ROPE([F]
%"@ ROPE[F]
m ROPE[BI |
1; W-POST 15° | 15°
WELD>—7—®\ i PLATE[E
! L W-POST
SWIVEL[E
= BN
COTTER PIN_— | ROPEI VIEW m VIEW E
/ INTERMEDIATE \___/ ALL POSTS _
i POST (2>
!
L !
! KEY NOTES:
<1 > ANGLE MUST BE THE SAME FOR BOTH ROPES[F].
ELEVATION - INTERMEDIATE POST (2> FOR PLATE AND WELD SIZES REFER TO TABLES
ON DETAILS SHEET 2.
FILE PATH / NAME  c:\users\deboejak\pw_wsdot\d0546571\Type 2 Slope Protection Details 5 of 6.dgn RE,\G‘cIf_’N STATE PLAN REF NO
BRIDGE DES.ENG. __ Leland, A A SR 17
BRIDGE PROJ. ENG. _ Rosa, M 10 | WASH 7’- WSDOT SOAP LAKE TO LAKE LENORE CAVES Ss8
JOB NUMBER
SUPERVISOR Zeldenrust, R UNSTABLE SLOPES RE-ADVERTISEMENT
DESIGNED BY Swett, G 248001 SHEET
CHECKED BY Miller, W 60
ENTERED BY Churchill, C CONTRACT NO. OF
PRELIM. PLAN BY _SEE SHEET CT1 TYPE 2 SLOPE PROTECTION 65
DATE DATE
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FILE NO.

OF

BRIDGE SHEET

SR

PLATE \

NETTING PANEL /

%6"@ LACING ROPE WOVEN
THROUGH EACH MESH OPENING< 3 >

BACKUP SHACKLE AT 4'-0"
MAX. SPACING (TYP.)

|_—CORNER ROPEKI%" OR %'@ {1 >

| _— WIRE ROPE CLIP (TYP.)

(F END POST
/SWIVEL
ROPE[  WIRE ROPE
/ CLIP (TYP)
s

4%

NETTING PANEL AND LACING ROPE

ROPE ANCHOR

TO END POST CONNECTION

|

-POST

SWIVEL[BI
%PLATE

;

SUPPORT ROPE BIVERTICAL

DEFLECTION ANGLE

ELEVATION VIEW

WIRE ROPE INTERMEDIATE POST
CLIP (TYP.)
! PLATE[E]
BACKUP SHACKLES AT ‘
4'-0" MAX. SPACING (TYP.) /SWIVEL
g |H| | o
NETTING PANEL t ROPE(B] %6"@ LACING ROPE WOVEN
THROUGH MESH OPENING< 3 >
i ) ety
AN Sy, PR AN ?»\‘J”M‘.'iim-.,/' .\> .u!"iﬂw%.. N YA Ty AN
Vv, #A 'll”l’ ). - / v 1) ’!"g‘«dl" 7] "l“l”l”"'!/I'"’“I’I"’"!'l/I‘ r'l’l|l¢
/ / | | )
/
/’ X NN
A,

LACING ROPE TO INTERMEDIATE

POST CONNECTION

HILL SIDE

(I;ROPEE

SIDE ROPES[C]

END POST

/ROPE

ROAD SIDE

\SWIVEL

ROPEBI 2 >

ROPE ANCHOR (TYP.)

SUPPORT ROPE [BIHORIZONTAL

DEFLECTION ANGLE

P

LAN VIEW

KEY NOTES:

<1 > LOOP CORNER CABLE[K] THROUGH SWIVEL [BJON THE TOP END AND
THROUGH THE 5TH DIAGONAL NETTING OPENING ON THE OPPOSITE END.

@ UP TO 15° HORIZONTAL DEFLECTION ANGLE AT THE SWIVEL.

<{ 3> ATTACH LACING ROPE TO SWIVEL[BI.
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BEGIN PROJECT
BEGIN CONSTRUCTION
SR 17 MP 76.58

MP 76.40+

MP 76.49+
MP 76.30+

MP 76.39+

MP 75.57%

MP 53.32%

10 WLE
ATERY
WA——

MP 86.09+ '

MP 85.52+

MP 8537+ (3)

k.2

LAKE
LENORE

@

MP 187.801

MP 187.00+

TO
COULEE
CITY

p

e
&)
f@ W20-1
@ % g o
= 60" NOTlCE
TRAFFIC FINES 18"
NFI;)%‘} DgwlvlolTés 2 DOUBLE % END --
IN ROAD WORK
G20-1 WORK ZONES G20-2A
(2) RRNTTE T (@)
(MOUNT BELOW SIGN (1)) ()
) 48"
FOR PROJECT
LEGEND. 500-667.2860 | 3
* o CHASS A SN e s

PORTABLE CHANGEABLE
MESSAGE SIGN

PCMS

PCMS MESSAGE PRIOR
TO LANE CLOSURES:
(SR 17 MP 75.58 AND
SR 17 MP 86.09 ONLY)

G24-501

()

PCMS MESSAGE DURING PCMS MESSAGE DURING
SINGLE LANE CLOSURES: TEMPORARY ROAD CLOSURES:
(SR 17 MP 75.58 AND (SR 17 MP 75.58 AND

SEE NOTE 4. SR 17 MP 86.09 ONLY) SR 17 MP 86.09 ONLY)
(4)MP 85182 PCMS PCMS PCMS
1 2 3 1 2 1 2
SOAP END PROJECT
ROAD MO/DAY EXPECT LANE EXPECT ROAD OPEN AT
LAKE END CONSTRUCTION WORK - 45 MIN CLOSURE | 30 MIN CLOSURE | TOP OF
SR 17 MP 85.09 AHEAD MO/DAY DELAYS AHEAD DELAYS AHEAD |THE HOUR
| 2.0 SEC 2.0 SEC 2.0 SEC 2.0 SEC 2.0 SEC 2.0 SEC 2.0 SEC
L S MP 74.842 ;o PCMS MESSAGE
f (SR 17 MP 75.58 AND PCMS MESSAGE PCMS MESSAGE
T0 MP 52.45% SR 17 MP 86.09 ONLY %): SR 28 AND SR 17 MP 74.84 ONLY %): (US 2 ONLY %):
TO 0
EPHRATA MOSES. LAKE PCMS PCMS PCMS
NOTES: ﬂ 1 2 3 1 2 3 1 2 3
1. SEE STANDARD PLAN K-80.10 FOR CLASS A CONSTRUCTION SIGNING ROAD #AM USE SR 17 N CLOSED USE SR 17 S CLOSED USE
INSTALLATION. CLOSED - OTHER OF SOAP | MO/DAY OTHER OF MO/DAY OTHER
2. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BACKGROUND AHEAD #PM ROUTES LAKE —|#AM -#PM | ROUTES US 2 [#AM -#PM | ROUTES
UNLESS OTHERWISE SPECIFIED.
2.0 SEC 2.0 SEC 2.0 SEC 2.0 SEC 2.0 SEC 2.0 SEC 2.0 SEC 2.0 SEC 2.0 SEC
3. ALL SIGNS ARE CLASS A UNLESS OTHERWISE NOTED.
% TO BE USED FOR EXTENDED ROADWAY CLOSURES, SEE
4. PCMS SHALL BE PLACED SEVEN DAYS IN ADVANCE OF LANE CLOSURES. SPECIAL PROVISION "PUBLIC NOTIFICATION." FOR SECOND
PANEL, INSERT DATES AND TIMES OF PLANNED EXTENDED
5. SEE SPECIAL PROVISION "PUBLIC NOTIFICATION" FOR ADVANCE NOT TO SCALE CLOSURES.
NOTIFICATION REQUIREMENTS.
FILE NAME X:\WSDOT\Projects\20170188 - NC WSDOT GEC\.0022 - AU - NCR Rock Slopes\CADD\02 - Plan Sheets\XL6412_PS_TC.dgn Plot 1
TIME 8:53:41 AM REGION | STATE FED.AID PROJ.NO. A SR 17 PLAN REF NO
DATE 6/15/2023
PLOTTED BY  Kevin.Cronenwett 10 |WASH é@ PERTEET '7 SOAP LAKE TO LAKE LENORE CAVEsS | €51
DESIGNED BY A.SCHULTZ JOB NUMBER i .
ENTERED BY K CRONENWETT 24B001 128 CHMEGARDEN PO, SUTE Washington State _ UNSTABLE SLOPES RE-ADVERTISEMENT 58551
CHECKED BY K. WISEMAN CONTRACT NO. LOCATION NO. 800.615.9900 Department of Transportatlon oF
PROJ.ENGR. M. CASTILLO XL-6412 o CONSTRUCTION SIGNING PLAN iR
REGIONAL ADM. D. BIERSCHBACH REVISION DATE BY P.E.STAMP BOX




1.

GENERAL NOTES:

(APPLICABLE TO ALL TRAFFIC CONTROL PLAN SHEETS)

ALL SIGNS ARE CLASS B UNLESS OTHERWISE NOTED

2. ALL SIGNS SHALL HAVE A BLACK LEGEND ON AN ORANGE BUFFER DATA
BACKGROUND UNLESS OTHERWISE SPECIFIED.
3. CONTRACTOR SHALL PLACE "MOTORCYCLES USE EXTREME LONGITUDINAL BUFFER SPACE = B
CAUTION" (W21-1701) CLASS B SIGNS IN ADVANCE OF ALL
ABRUPT EDGES, GROOVED PAVEMENT, UNTREATED SURFACES, SPEED (MPH) 25 | 30 | 35 |40 ] 45 5 | 60 | 65 | 70
OR OTHER IRREGULAR PAVEMENT SURFACES. OTHER CLASS B
WARNING SIGNS SUCH AS BUMP, ABRUPT PAVEMENT EDGE, LENGTH (feet) 155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 | 730
GROOVED PAVEMENT, LOOSE GRAVEL, ETC. AS REQUIRED,
SHALL BE PLACED SEQUENTIALLY WITH W21-1701 IN ACCORDANCE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R
WITH THE WSDOT AMENDMENTS TO THE MUTCD.
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT
4. TEMPORARY TRAFFIC CONTROL DEVICES SHALL BE EXTENDED 9,900 TO 22,000 Ibs. > 22,000 lbs.
TO A POINT WHERE THEY ARE VISIBLE TO APPROACHING TRAFFIC. < 45 MPH 45.55 MPH > 55 MPH | < 45 MPH 4555 MPH | > 55 MPH
5. ADDITIONAL PCMS BOARDS SHALL BE PLACED AT THE DISCRETION . . . . , .
OF THE ENGINEER. 100 123 172 74 100 150
6. WORK ZONE SHALL BE LIMITED TO 1.5 MILES IN LENGTH UNLESS PROTECTIVE VEHICLE (WORK VEHICLE) = R
OTHERWISE APPROVED BY THE ENGINEER.
NO SPECIFIED DISTANCE REQUIRED
7. NO MORE THAN ONE TRAFFIC CONTROL SET UP WILL BE ALLOWED
AT ANY ONE TIME, UNLESS OTHERWISE APPROVED BY THE ENGINEER.
SIGN SPACING = X (1) CHANNELIZATION DEVICE
RURAL HIGHWAYS 60 /65 MPH 800 & SPACING (FEET)
RURAL ROADS 45 /55 MPH 500" 2’(';’6"; 1;’;%'5'?20 TAN;ENT
RURAL ROADS & URBAN ARTERIALS 35 /40 MPH 350+ s 0 To 20 o
RURAL ROADS, URBAN ARTERIALS, 25 /30 MPH 200+ (2)
RESIDENTIAL & BUSINESS DISTRICTS = 25/30 10 TO 20 40
URBAN STREETS 25 MPH OR LESS 100t (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.
MINIMUM LANE CLOSURE TAPER LENGTH = L (feet)
LANE Posted Speed (mph)
WIDTH
(feet) 25 30 35 40 45 50 55 60 65 70
10 105 | 150 | 205 | 270 | 450 | 500 | 550 - - -
11 115 165 225 295 495 550 605 660 - -
12 125 | 180 | 245 | 320 | 540 | 600 | 660 | 720 | 780 | 840
MINIMUM SHOULDER TAPER LENGTH = L/3 (feet)
LEGEND:
SHOULDER Posted Speed (mph)
WIDTH
N m AUTOMATED FLAGGER ASSISTANCE DEVICE (feet) 25 30 35 40 45 50 55 60 65 70
TEMPORARY TRAFFIC CONTROL DEVICES 8 40 40 60 90 120 | 130 | 150 | 160 | 170 | 190
10 40 60 % 90 150 | 170 | 190 | 200 | 220 | 240
® TRAFFIC SAFETY DRUM
USE A MINIMUM 3 DEVICES TAPER FOR SHOULDER LESS THAN 8.
K TEMPORARY SIGN LOCATION
PROTECTIVE VEHICLE W/ WARNING BEACON
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BE
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TO STOP

W20-78B

RUMBLE
STRIPS

W20-1
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TRAFFIC CONTROL PLAN

AHEAD
AUTOMATIC W17-1M ONE LANE
FLAGGER USE EXTREME ROAD
AHEAD CAUTION AHEAD
S0 T0 W20-7C W21-1701 W20-4
300 X | X2 X2 X2 X X | X
TEMPORARY PORTABLE TRANSVERSE
RUMBLE STRIPS )
/ ¥ 2] _sooo D D D D D D
<
—_— SR 17 / 12' MIN. | | —
® O O [ d O d O O O O
® I o
— | | o & WORK s \ —
=g AREA ©
K K K K K K 5 1\
‘ ‘ ‘ \—TEMPORARY PORTABLE TRANSVERSE
RUMBLE STRIPS
50'TO 100 B R 50' TO 100
6 DEVICE 6 DEVICE
MIN. MIN.
ONE LANE MOTORCYCLES AUTOMATIC
ROAD USE EXTREME FLAGGER
AHEAD CAUTION AHEAD
w21-1701 48’
RUMBLE BE
STRIPS PREPARED
AHEAD TO STOP
w20-1 W17-1M W20-78
ONE-LANE, TWO-WAY TRAFFIC CONTROL WITH FLAGGERS
(FOR INSTALLATION OF SLOPE PROTECTION AND PAVEMENT REPAIR WORK)
SEE TRAFFIC CONTROL REFERENCE SHEET TR1
FOR LEGEND, TABLES, AND GENERAL NOTES
NOT TO SCALE
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BE
PREPARED
TO STOP

RUMBLE

W20-7B STRIPS

W20-1

AHEAD
AUTOMATIC W17-1M ONE LANE
FLAGGER USE EXTREME ROAD
AHEAD CAUTION AHEAD
S0'TO 300 W20-7C W21-1701 W20-4
BUFFER SPACE X ) Xi2 X2 X X ‘ X
TEMPORARY PORTABLE TRANSVERSE
RUMBLE STRIPS
/ 2 500 > D D D D M
| |oee
— — SR 17 / | | —
WORK
AREA
| | aao| & \
K Kl Kl Kl Kl K v \
‘ ‘ ‘ \—TEMPORARY PORTABLE TRANSVERSE
RUMBLE STRIPS
| 50'TO 300"
BUFFER SPACE
ONE LANE AUTOMATIC
ROAD USE EXTREME FLAGGER
AHEAD CAUTION AHEAD
w21-1701 48 NOTES:
RUMBLE B 1. SEE SPECIAL PROVISION "PUBLIC CONVENIENCE AND SAFETY"
STRIPS PREPARED FOR ADDITIONAL ROADWAY CLOSURE INFORMATION.
AHEAD TO STOP
w20-1 W17-1M W20-78
TEMPORARY ROAD CLOSURE TRAFFIC CONTROL WITH FLAGGERS
(FOR ROCK SLOPE SCALING, ERECTION OF NETTING, AND DEBRIS CLEANUP WORK)
SEE TRAFFIC CONTROL REFERENCE SHEET TR1
FOR LEGEND, TABLES, AND GENERAL NOTES
NOT TO SCALE
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